Presenting the . ..

Hydraulic Log Deck

Heavy rectangular tube frame with enclosed chain retum,

Roller-type industrial chain means less wear and longer life than drag chains.
Stops on loading end to keep logs from falling back off when loading,

Deck front is heavy-gauge steel plate with hydraulic stop & loader built-in.
Heavy-duty D80 drive is available with either electric or hydraulic motor.

Jackson Lumber Harvester Co., Inc.
830 North State Road 37

Mondovi Wi 54755 USA

Phone: 1-715-926-3816

FAX: 1-715-926-4545
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Jackson Hydraulic Log Deck
Specifications

Number Of Strands .. ........oovvvinnn, 2 to 4 on 5-1/2' Centers (typical,
depending upon customer needs.)

Overall Size (2 Strand Model) ................ 25" Long x 7' Wide (typical,
depending upon customer needs)

APPGRIHE WERBE . oo s s 2,900 Lbs.
Frame «.oovvvineniiiiiianannninnns [Fleavy 4" x 12" Rectangular Tubing
Support Leps . covi s [Fleavy 4" x 12" Rectangular Tubing
Convoyor Shaint:c v cusssssirem caiiaviimeias v C2080r Industrial
Main Sprockets. c.ocoiciiiiviiniiiosaisariis s s s C2082I1 Industrial
173 Er1E 5 8o £ 11 O PP U N 2" Turned, Ground, & Polished
Roller Chain Drive....coveiiiiiiiainns, Double 80 Chain & Sprockets
[lydraulic Drive Unit ....ooovvviieniiiinen, Orbit Motor / Planetary Gear
Electric Drive Unit (optional} . ............... Electric Motor / Worm Gear
Stop 8 Loaders cosvimvns nes s o Flame-cut 1" Heavy Plate
Stop & Load Cylinder................. Welded-tube 3" Bore x 10" Stroke

Towing Package available for portable operation.



